BILLINGS

410 Bernard St. Billings, MT 59101
406-248-7431/800-877-1090

Fax: 406-248-8586

BOISE

7417 W. Mossy Cup St. Boise, ID 83709
208-362-5655/800-784-1394

Fax: 208-362-5695

GILLETTE

3201 LeTourneau Dr. Gillette, WY 82718
307-682-5858/800-788-5858

Fax: 307-687-2040

KENT

19308 68th Ave. S. Kent, WA 98032
253-796-1100/800-367-5646

Fax: 253-796-1101

MODESTO

1064 Woodland Ave. Ste T, Modesto, CA 95351
209-549-0800/800-549-2730

Fax: 209-549-4760

FONTANA

11897 Cabernet Dr. Ste C, Fontana, CA 92337
951-360-5808/800-860-6611

Fax: 888-295-1881

PORTLAND

2230 NE Columbia Blvd. Portland, OR 97211
503-249-2835/800-257-1002

Fax: 503-249-1090

SALT LAKE CITY

3676 W. California Ave. #A-101
Salt Lake City, UT 84104

P: 801-972-8316/800-975-7278
Fax: 801-972-8321

YAKIMA

1930 Rudkin Rd. Yakima, WA 98903
509-248-0580/800-572-8351

Fax: 509-575-0250
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AS5AE

ASAE CYLINDER“SH” SERIES

All' Spencer cylinders meet ASAE (American Society of Agricultural Engineers) specifications. These specifications establish
common mounting i.e. (pin to pin dimensions) and clearance dimensions i.e. (clevis cap/rod clevis throat width and pin
diameters) to cylinders and trailing-type agricultural implements. This criteria is only applicable to 8” and 16" stroke cylinders.

NON ASAE CYLINDER“SH” SERIES

Spencer
Part No.

Model No.
Bore x Stroke
Rod Dia.

Pin To Pin Center
Retracted x
Extended

Ship Wt.
Lbs.

Clevis Pin
Dia.

Port Size

Max. Rated PSI &
Column Load Under
Full Extension

Spencer
Part No.

Model No.
Bore x Stroke
Rod Dia.

Pin To Pin Center
Retracted x
Extended

Clevis Pin
Dia.

Port Size

Max. Rated PSI &
Column Load Under
Full Extension

PSI Lbs.

PSI Lbs.

643303
643312
643321
643331
643342
662287

205H08-112 ASAE
255H08-112 ASAE
30SH08-125 ASAE
355H08-125 ASAE
40SHO8-125 ASAE
50LH08-200 ASAE

201/4"X281/4"
201/4"X281/4"
201/4"X281/4"
201/4"X281/4"
201/4"X281/4"
20 1/4"X281/4"

20
22
28
36
43
Al

3/8"NPTF
3/8"NPTF
1/2"NPTF
1/2"NPTF
1/2"NPTF
1/2"NPTF

3000 9425
3000 14726
3000 21206
3000 28863
3000 37699
3000 58905

662288
662289
643347
662291

30LH16-150 ASAE
35LH16-150 ASAE
40SH16-175 ASAE
50LH16-200 ASAE

312X 47172
311/2°X 47172
311/2"X 47172
311/2"X471/2"

4
51
59
100

1/2"NPTF
1/2"NPTF
1/2"NPTF
1/2"NPTF

3000 21206
3000 28863
3000 37699

643320
643322
643323
643324
643325
643327
643328
643329
643379
643370

305H08-125
30SH10-125
30SH12-125
30SH14-125
30SH16-125
305H18-125
305H20-125
305H24-150
305H30-150
305H36-150

181/4X261/4
201/4X301/4
221/4X341/4
241/4X281/4
261/4X421/4
281/4X461/4
30 1/4X501/4
341/4X581/4
401/4X701/4
481/4X821/4

1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF

3000 21206
3000 21206
3000 21206
3000 21206
3000 21206
2340 16541
1985 14031
3000 21206
*2105 14879
*1535 10850

3000 58905

Note: All 2" through 4" bore cylinders with 8" stroke are designed with the rod threaded to accommodate a stroke control collar per ASAE specifications.

NON-A5AE

NON ASAE CYLINDER “SH” SERIES

All Spencer NON ASAE cylinders are designed per ASAE requirements, however they are not classified ASAE due to
their varying pin to pin dimensions.

Spencer
Part No.

Model No.

Bore x Stroke

Dia.

Rod

Pin To Pin Center
Retracted x
Extended

Clevis Pin
Dia.

Port Size

Max. Rated PSI &
Column Load Under
Full Extension

662329
643332
643333
643334
643335
643337
662335
662336
662337
662338

35LH08-125
355H10-125
355H12-125
355H14-125
355H16-125
355H18-150
35LH20-150
35LH24-150
35LH30-150
35LH36-150

181/4X261/4
20 1/4X301/4
22 1/4X341/4
241/4X281/4
261/4X421/4
281/4X461/4
301/4X501/4
341/4X581/4
401/4X701/4
481/4X821/4

1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF

3000 28863
3000 28863
3000 28863
3000 28863
2060 19820
3000 28863
3000 28863
*2250 21648
*1545 14865
125 10824

PSI Lbs.

643300
643301
643302
643304
643305
643306
643307
643308
643309
643310
662301
643375
643361

20SH04-112
20SH06-112
205H08-112
205H10-112
205H12-112
20SH14-112
20SH16-112
20SH18-112
205H20-112
205H24-112
20LH30-112
205H36-112
205H48-112

141/4X181/4
161/4X221/4
181/4X261/4
201/4X301/4
221/4X341/4
241/4X381/4
261/4X421/4
281/4X461/4
30 1/4X501/4
341/4X581/4
40174 X701/4
461/4X821/4
58 1/4X1061/4

3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8 NPTF
3/8 NPTF
3/8 NPTF
3/8NPTF
3/8NPTF
3/8 NPTF
3/8 NPTF

3000 9425
3000 9425
3000 9425
3000 9425
3000 9425
3000 9425
3000 9425
3000 9425
3000 9425
*2130 6692
*1500 4712
*1090 3424
650 2042

662340
662341
662342
643344
662343
662344
643346
662345
643348
643349
643350
643380

40LHO6-150
40LHO8-150
40LH10-150
40SH12-125
40LH12-150
40LH14-150
40SH16-125
40LH16-175
40SH18-150
40SH20-150
40SH24-150
40SH36-200

161/4X221/4
181/4X261/4
201/4X301/4
221/4X341/4
221/4X341/4
241/4X381/4
261/4X421/4
261/4X421/4
281/4X461/4
301/4X501/4
341/4X581/4
461/4X821/4

1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF

3000 37699
3000 37699
3000 37699
2400 30159
3000 37699
3000 37699
1580 19855
3000 37699
3000 37699
*2315 29091
*1720 21614
3000 37699

662304
643311
643313
643314
643315
643316
643317
643318
643319
662313
643369
662315

25LH06-112
255H08-112
255H10-112
255H12-112
255H14-112
255H16-112
255H18-125
255H20-125
255H24-125
25LH30-125
255H36-125
25LH48-125

161/4X221/4
181/4X261/4
201/4X301/4
221/4X341/4
241/4X381/4
261/4X421/4
281/4X461/4
301/4X501/4
341/4X581/4
401/4X701/4
46 1/4X821/4
58 1/4X1061/4

3/8 NPTF
3/8 NPTF
3/8 NPTF
3/8 NPTF
3/8 NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF
3/8NPTF

3000 14726
3000 14726
3000 14726
3000 14726
3000 14726
3000 14726
3000 14726
3000 14726
*2125 10431
1500 2650
*1065 5228

662353
662354
662355
662356
662357
662358
662359
662360

662361

40LH48-200
50LH10-200
50LH12-200
50SH14-200
50LH16-200
50LH18-200
50LH20-200
50LH24-200
50LH30-200

58 1/4X1061/4
221/4X321/4
241/4X361/4
261/4X401/4
281/4X441/4
301/4X481/4
321/4X521/4
36 1/4X601/4
421/4X721/4

1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF
1/2NPTF

*1635 20546
3000 58905
3000 58905
3000 58905
3000 58905
3000 58905
3000 58905
3000 58905

2265 44473

650 3191

*Note: Indicates cylinder column strength is affected.
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*Note - Indicates cylinder column strength is affected.




